9SF, 12SF, & 15SF CHASSIS 


PRODUCT SAFETY PONCE ; POTENTIOMETERS 
PRODUCT SAFETY SHOULD BE CONSIDERED WHEN m~ COM— CAT. NO. SYMBOL DESCRIPTION 
PONENT REPLACEMENT IS MADE IN ANY AREA OF A RE- 
CEIVER. THE SHADED AREAS OF THIS PARTS LIST AND THE ~ ES49X2 R205 Vert. Hold — 1.2m, 30% 
SCHEMATIC DIAGRAM DESIGNATE COMPONENTS IN WHICH R206 Vert. Height — 500K, 20% 
SAFETY CAN BE OF SPECIAL SIGNIFICANCE. IT IS PARTI- R209 Vert. Lin. — 2m, 30% 


CULARLY RECOMMENDED THAT GENERAL ELECTRIC CAT— 
ALOGED PARTS BE USED FOR COMPONENT REPLACEMENT 
IN THE SHADED AREAS OF THIS PARTS LIST, 


USE OF SUBSTITUTE REPLACEMENT PARTS WHICH DO NOT 
HAVE THE SAME SAFETY CHARACTERISTICS AS RECOM— 


MENDED IN FACTORY SERVICE INFORMATION MAY CREATE CAPACITORS x 
SHOCK, FIRE OR OTHER HAZARDS. . dais ; DISC CERAMIC, 10% 500V, UNLESS NOTED 
CAT. NO. SYMBOL DESCRIPTION 
COMMON RESISTORS ET18X123 C152 24pf, 5% 
CARBON RESISTORS, 1/2 WATT, 5% UNLESS NOTED de ae 
No deviations from resistance and wattage values may be made EU22X117 C156 1000pf, SSHK 
for replacement items in shaded areas, EP18X16 C157 820pf, 20% 
EP18X16 C158 820pf, 20% 
SYMBOL VALUE SYMBOL VALUE EP25%29 C159 „luf, 20%, 50V 
100, 172W, 10% A R213 1M, 10% ES18X501 C160 4.7pf 
q R214 1M, 10% EU22X90 C161 470pf, SSHK 
R215 470K, 10% ES18X501 C162 4.7pf 
R216 100K ES18X501 C163 4.7pf 
R251 1M, 10% -EP18X16 C164 820pf. 20% 
R252 1M, 10% EP18X63 C165 12pf 
R253 3.3M, 10% COMMON C167 .luf, 20%, 200V 
R254 47K EP22X7 C168 5000pf 
R255 390K, 10% EP18X16 C169 820pf, 20% 
R256 330 EP18X16 C170 820pf, 20% 
R258 470 ET18X598 C171 270pf, N750 
1.5K R259 820 EP18X16 C172 820pf, 20% 
22K . R260 1.8K, 10% EP18X16 C173 820pf, 20% 
200K R261 56K, 10% ET18X598 C201 270pf, N750 
4.7K R263 22K ET22X21 C204 3900pf 
24K R264 1M, 10% ES25X25 C205 .0039uf 
1.2M, 10% 100K ES18X29 C206 .018uf, 200V 
470K 470 EP25X40 C207 .luf, 400V 
100K 1K ES20X3 C208 :027uf, 100V 
ES sR aoe lea 560 (12815" wsd EP18X11 C209 470pf 
1.2K, ⁄4W, 10% _(9” Models) EP18x16 C210 820pf, 20% 
22K EU18X186 C251 33pf, 5% 
270K EU18X186 C252 33pf, 5% 
22K ES18X58 C253 3300pf, 50V 
680K, 10% ES25X17 C254 .047uf, 20%, 50v 
15K, 10% ; ; . - 068uf, ah iy 
18K, 10% : i 300pf, 4 KV 
EP25X29 C257 .luf, 50V 
EP18X16 C258 820, 20% 
ES25X17 C260 .047uf, 20%, 50V 
ES25X24 C261 390pf 
SPECIAL RESISTORS ES25X61 C262 2700pf, 125V 
EP25X36 C263 .0068uf, 50V 
CAT. NO. SYMBOL DESCRIPTION a i pane 
ES14X37 -R163 3.9K, 10%, 3W, Wirewound mesni ae eerie 
* ES14X38 R401 5 Ohms, 10%, 10W, Wirewound ES25X23 C308 430pf, 5%, 125V 
ES14X10 R402 130 Ohms, 5%, 5W, Wirewound Feki C312 OSuf, 50V 
*ES14X10 R403 130 Ohms, 5%, 5W, Wirewound SPx cis ‘O2ut 
ES14X43 R406 4.7K, 5W, 10% 


EP18X4 C401 “~-1000pf, +80—20, 1000V 


